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1- Line, Uni-directional, Transient Voltage Suppressor

Features

Y Stand-off voltage: 5V Max

Y 7UDQVLHQI SURIHFILRQ IRU HDFK (LlQH DFFRUGLQJ IR
IEC61000-4-2(ESD): +30kV (contact)

= i IEC61000-4-5(surge): 20$ 3V

Y /RZ (HDNDJH FXUHQN

Y Ultra-low capacitance: CJ = 3 pF typ

Y /RZ clamping voltage

Y 5R+6 &RPSIDQI

w' L Applications
.. Y Video Line Protection
Y Wireless Systems
Y Ethernet 10BaseT
Y 12C Bus Protection
Y Portable Instrumentation
Y LAN/WAN equipment
Y High-Speed Data Lines
Y Multi-Protocol Serial Transceivers

Y ISDN S/T Interface

Mechanical Data

Y 3DFNDJH SOT-143

Y &DVH ODIHUD! 3*UHHQ" ORIGLQJ &RPSRXQG
Y Marking Information: See Below

SOT-143 [ 4] E

YDefinitions of electrical characteristics
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Y Characteristics (Typical)

8/20us waveform per IEC61000-4-5

Fronttime: T,=1.25 T =8ms
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Capacitance vs. Reverse voltage
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lp - Peak pulse current (A) Vp - Reverse voltage (V)
Non-repetitive peak pulse power vs. Pulse time
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Y Outline Dimensions

m Soldering Footprint

Notes:
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB design guidelines are
met
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