
 
                                                                                                     ● High temperature soldering guaranteed: 260 °C/10 s at 

terminals 

  

                                 Typical Applications 
Use in sensitive electronics protection against voltage transie

Max 

Peak power dissipation, with a 10/1000us waveform  (1)  (2) 
(Fig.1) 

PPPM W 400 

Peak pulse current, with a 10/1000us waveform (1) IPPM A See Next Table 

Power dissipation, on infinite heat sink at TL=75℃ PD W 1.0 

Peak forward surge current, 8.3 ms single  
half sine-wave  unidirectional only (2) 

IFSM A 40 

Operating junction and  storage temperature range TJ,TSTG ℃ -55 to +150 

Electrostatic Discharge（IEC61000-4-2 air discharge） 
ESD KV ±30 

Electrostatic Discharge（IEC61000-4-2 contact discharge） 

 

■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT VALUE 

Maximum instantaneous forward voltage 
@ at 25A for unidirectional only    (3) 

VF V 3.5/5.0 

Maximum instantaneous forward voltage 
@ at 1A for unidirectional only  

VF V 1.5 

COMPLIANT 

RoHS 
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■Ordering Information (Example) 
PREFERED 

 P/N 

PACKAGE 

CODE 
UNIT WEIGHT(g) 

MINIMUM 
PACKAGE(pcs) 

INNER BOX 
QUANTITY(pcs)

OUTER CARTON 
QUANTITY(pcs) 

DELIVERY 

 MODE 
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Disclaimer 

 
The information presented in this


