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Surface Mount Ultra Fast Recovery Rectifier 
 

 
                   Features     

● Low profile package 
● Ideal for automated placement 
● Glass passivated chip junction 
● High forward surge capability 
●Super Fast reverse recovery time 
● Meets MSL level 1, per J-STD-020, LF maximum peak  
of 260 °C 

● Part no. with suffix “Q” means AEC-Q101 qualified 
 

                          
For use in high frequency rectifin plated leads, solderable per  

 J-STD-002 and JESD22-B102 

● Polarity: 

U1BQ U1CQ U1DQ 

Device marking code   U1A U1B U1C U1D 

Maximum  Repetitive Peak Reverse Voltage VRRM V 50 100 150 200 

Maximum RMS Voltage VRMS V 35 70 105 140 

Maximum DC blocking Voltage VDC V 50 100 150 200 

Average rectified output current 
@60Hz sine wave, Resistance load, TL (Fig.1) 

IO A 1.0 

Forward Surge Current (Non-repetitive) 
@60Hz Half-sine wave,1 cycle, TJ=25℃ 

IFSM A 40 

Current squared time  
@1ms≤t≤8.3ms TJ=25℃ I2t A2s 3.735 

Storage temperature Tstg ℃ -55 ~ +175 

Junction temperature TJ ℃ -55 ~ +175 
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■ Outline Dimensions  
 
 

SOD-123FL 

Dim Min Max 

A 1.60 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 


