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Surface Mount Super Fast Recovery Rectifier 

 
 

                   Features     
ǒ Low profile package 

ǒ Ideal for automated placement 

ǒ Glass passivated chip junction 

ǒ High forward surge capability 

ǒ Super Fast reverse recovery time
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ƴ Characteristics (Typical) 
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ƴOrdering Information (Example) 

PREFERED P/N 
PACKING 

CODE 
UNIT WEIGHT(g) 

MINIMUM 

PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 
DELIVERY MODE 

U1AF-U1JF F1 Approximate 0.034 3000 24000 96000 7ò reel 

U1AF-U1JF F2 Approximate 0.034 10000 / 160000 13ò reel 

U1AF-U1JF F3 Approximate 0.034 10000 / 120000 13ò reel 

U1AF-U1JF F4 Approximate 0.034 7500 / 120000 13ò reel 

 
ƴ Outline Dimensions  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 

SMAF 

Dim Min Max 

A 2.40 2.80 

B 1.35 1.45 

C 3.40 3.60 

D 4.40 4.80 

E 1.05 1.25 

F 0.50 1.00 

G 0.15 0.25 

Dimensions in millimeters
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FIG.5: Diagram of circuit and Testing wave form of reverse recovery time
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NOTES:

1.Rise Time=7ns max .Inpot Impedance=1MΩ 22pf

2.Rise Time=10ns max.Sourse Impedance=50Ω
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