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MBR560D

RoHS

COMPLIANT

Pin 2

Pin 3

PIN2

mMaximum Ratings (Ta=25N

Schottky Diodes

Features
e High frequency operation

e High purity, high temperature epoxy encapsulation for
enhanced mechanical strength and moisture resistance
e Guard ring for enhanced ruggedness and long term reliability

Typical Applications

Typical applidatjgateareadsywéoliaspemersisygiD-

002 and JESD22-B102
e Polarity: As marked

Pin 1

PIN1
PIN3

Unless otherwise specified”

PARAMETER SYMBOL UNIT MBR560D
Device marking code MBR560D
Repetitive Peak Reverse Voltage VRRM \% 60
Average Rectified Qutput Curtent ) 0 A 5
@60Hz sine wave, R-load, T¢ FIG.1
@601tz hal sme-wave, 1 cyele, Tas25 Fsu A 120
Current Squared Time @1mss<t<8.3ms Tj=25 1%t A 60
Storage Temperature Tstg 55 ~ +150
Junction Temperature Tj -55 ~ +150

mElectrical Characteristics Ta=25N Unless otherwise specified”

PARAMETER SYMBOL UNIT T
Notel:Pulse test:300uS pulse widh 1% duty cycle
Note2:Pulse test:pulse widh 40mS
1/4

S-B3655
Rev.1.2,30-Aug-25

Yangzhou Yangjie Electronic Technology Co., Ltd.

www.21yangjie.com






vIg

MBR560D
mOutline Dimensions
TO-252 T0-252
Dim Min Max
] Wk A 6500 | 6.700
— \ 4 H B 5.100 5.460
s I | [ c 1.400 1.800
é " | D 6.000 6.200
| £ E 10.000 | 10.400
e ‘ | | F 2.166 2.366
7 } - ] G 0.660 0.860
$ ﬁj LEN H ¢ 1.050 | & 1.350
1 ¢ N | 0.460 0.580
R J 2.200 2.400
I N K 0 0.300
L3 OO Oy | L 0.890 2.290
| M 2.730 3.080
] N 0.430 0.580
. P 5.15 5.45
ﬁ ﬁ 0 0 0.2
R 4.50 5.10
Dimensions in millimeters S 1.60 2.40
m Suggested Pad Layout
Dim Millimeters
I A - A 11.4
i B 6.74
Y c 6.23
2 i P 4.56
8 Q1 2.28
- Q2 1.52
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W MBR560D

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use
of sale.

This publication supersedes & replaces all information previously supplied. For additiona E
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