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Three Phase Bridge Rectifiers 
 

                   Features 
● UL recognition, file #E230084 

● Thin single in

rating, RoHS-compliant 

● Terminals: Tin plated leads, solderable per   

J-STD-002 and JESD22-B102 

● Polarity: As marked on body

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT DG50NA140 DG50NA160 

Device marking code   DG50NA140 DG50NA160 

Maximum Repetitive Peak Reverse Voltage VRRM V 
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■ Outline Dimensions   
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 

 
 

3GBJ 

Dim Min Max 

A 34.7 35.3 

B 24.7 25.3 

C 19.5 20.1 

D 5.1 5.6 

E 3.9 4.5 

F 7.2 7.8 

G 0.4 0.6 

H 0.9 1.1 

I 2.1 2.3 

J 2.2 2.6 

K 3.8 4.2 

L 5.2 5.6 

M 13.9 14.5 

N  3.5 3.9 

P 0.60 0.80 

R1 2.7 3.7 

R2 5.3 6.3 

S 1.3 1.9 

T 17.2 17.8 
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FIG4:Typical Reverse Characteristics
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